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ON REACTOR MOUNTING 
Mounting flange on reactor wall 
Immersion tube on reactor wall 
Immersion tube from top 
Mounting on double jacket reactor 

 

 

 
 

 

 

 

 

  

 

 

 

 

  
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 

  

TECHNICAL  

INFORMATION 

 

MAIN MIVI MOUNTING – In Tank 

ON REACTOR MOUNTING 

Standard  76 mm or sanitary  70mm 
welded mounting flange  

MIVI Sensor 

Maximum distance 5 mm, cf. 
MIVI Mountings technical 
information 

Direct mounting flange on reactor wall 

 
1.A 

Standard  76 mm welded mounting flange  

SPECIAL MOUNTING ON REACTOR 

Small immersion tube on reactor wall 

 

 

Mounting on double jacketed reactor 
 

 

 

Flange 
mounting 

Small immersion tube on reactor 

1.B 1.C 

Welded mounting 
Flange  
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SPECIAL MOUNTING ON REACTOR 

 

Important:  
 Avoid installing the MIVI in the pathway of stirrers and other moving parts 
 Do not install the MIVI in dead zones where product is not stirred and/or renewed 

 

Short immersion tube from top (Length < 1m / 3 ft) 
Single flange 

 

 

Single flange mounting 

1.D 

Long immersion tube from top 
Double flange 

 

 

1.E 

Short 
Immersion 
tube from 

top 

Flange mounting 

Double flange 
mounting 

Long 
Immersion 
tube from 
top 


